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Heavy Duty Screencloths
Available in these Metals.
ABRASION RESISTANT: High carbon screen wire.

CORROSION RESISTANT: ‘Durite’ stainless steel screen wire.

GENERAL APPLICATIONS: Steel and Galvanised.

MATERIALS AVAILABLE: High tensile steel Galvanised & 
  Stainless steel.

WIRE SIZES AVAILABLE: 2.0mm to 12.5 mm diameter.

Locker’s screen cloths are designed for heavy-duty 
applications and abrasion resistance. 
The benefits are:

Locker can produce an extensive range of specialty weaves, double shoot weave, multiple wire diameters and many more.

How to Order Hook Types

 FLATEX WEAVE  PLAIN WEAVE

 TRIPLE SHOOT WEAVE  INTERMEDIATE CRIMP WEAVE

1.  LENGTH of screening section and 
overlap if required.

2. WIDTH over hooks (O.H.)

3.  HOOK STYLE: type ‘A’, ‘B’ (sheathed)  
or Plain.

4.  APERTURE SIZE: Note: for slotted 
screens state the slot dimensions 
e.g length of slot parallel to (state 
dimension or in doubt supply a sketch).

5.  WIRE SIZE: 2.0mm - 12.5mm

6.  MATERIAL TYPE: refer to lists of 
materials.

7.  TYPE OF WEAVE: Flatex, 
Intermediate crimp, Plain. Triple shoot

8.  OTHER DETAILS: eg. sketch of 
special fittings or drawing number etc.

9.   QUANTITY

  Standard hook length is 35mm. 
Standard hook angle 60º 
Special angles and hooks are 
available as required. 
‘B’ hooks on all screens in 6.3 
diameter wires and smaller.

• Long life 
• Accurate sizing 
• Reduced maintenance costs

• Maximum productivity 
• Cost saving benefits.

Standard Edging for Screen Cloths: Locker can produce an 
extensive range  
of  special hooks from welded 
plate to reverse hooks, simply 
provide a sketch.
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The famous Australian lookout over the Blue Mountains uses Locker woven wire mesh to safe guard sightseers.

Blue Mountains lookout

Locker Wire custom 
manufacture to suit 
customers requirements 
in all types of  materials 
and weaves in apertures 
ranging from 2.0 mm 
to 150 mm as well as 
providing ex-stock woven 
wire ranging from 11 mm 
opening to 400 wires to 
an inch.

Woven Wire can be used 
in many architectural 
applications, balustrading, 
sun-shades, feature 
panels etc etc. Many 
types of  finishes can be 
achieved by polishing 
Stainless Steel, to powder 
coating Galvanised 
panels. Fabrication of  
panels can be arranged.

Architectural Mesh Screens

Vodafone Bridge using wire mesh.
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Animal Flooring

A typical installation of  Locker Animal Flooring

FARROWING FLOORING FARROWING FLOORINGBACON GROWER FLOORINGWEANER FLOORING

Do it yourself  
installation can avoid 
costly labour charges. 
Locker woven flooring 
is much stronger than 
many other steel wire 
floors and requires 
less supports. Flat 
Galvanised supports 
should be used 
wherever possible with 
the support member on 
the edge for maximum 
strength and better 
drainage of  wash down 
water. Locker flooring 
panels can be fixed to 
the supports with spring 
clips or alternatively 
welded directly to them. 
Edges of  the flooring 
panels should be butted 
together and welded 

to form a continuous 
panel. To eliminate rough 
surfaces, dress the 
welds where necessary. 

When placing your 
order for Locker woven 
wire animal flooring it 
is important that you 
provide the following 
information:

•  Type of  flooring required

• Hole Size

• Wire diameter

• Thickness

• Width required

•  Overall length required 
and individual piece 
lengths to suit your 
application

• Tolerance

For further information on 
Locker flooring, contact 
your local sales office.SHEEP CATTLE FLOORING BACON GROWER FLOORINGCATTLE FLOORING
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Since the early 1800’s, when James Locker began to 
make wire screens, the Company has grown into a 
large international Woven Wire manufacturer that also 
incorporates Locker Cambridge Metal Belt Company Pty. 
Ltd. in Australia.

 25.0 1 10 3.15 79.8
 22.4 1 10 3.15 78
 10.06 2 12 2.6 62.7
 10.67 2 14 2 70.6
 11.07 2 16 1.6 76
 6.43 3 14 2 57.7
 6.84 3 16 1.6 65.3
 7.24 3 18 1.2 73.3
 4.72 4 16 1.6 55.4
 5.13 4 18 1.2 65.3
 5.43 4 20 .914 73.3
 3.45 5 16 1.6 46.2
 3.86 5 18 1.2 57.8
 4.16 5 20 0.9 67.2
 3.01 6 18 1.2 50.7
 3.32 6 20 0.9 61.5
 1.96 8 18 1.2 37.9
 2.26 8 20 0.9 50.7
 2.46 8 22 0.711 60.2
 2.62 8 24 0.559 67.9
 1.63 10 20 0.9 41
 1.83 10 22 0.711 51.8
 1.98 10 24 0.559 60.8
 2.08 10 26 0.457 67.2
 1.41 12 22 0.711 44
 1.56 12 24 0.559 54.1
 1.66 12 26 0.457 61.4
 1.255 14 24 0.559 47.8
 1.357 14 26 0.457 55.9
 1.028 16 24 0.559 42
 1.131 16 26 0.457 50.7
 1.212 16 28 0.376 58.3
 1.035 18 28 0.376 53.7

MICRONS
 711 20 24 0.559 31.4
 813 20 26 0.457 41
 894 20 28 0.376 49.6
 601 24 26 0.457 32.1
 682 24 28 0.376 41.4
 743 24 30 0.315 49.1
 633 28 32 0.274 48.6
 532 30 30 0.315 39.3
 572 30 32 0.274 45.6
 472 36 34 0.234 44.8
 401 40 34 0.234 39.9
 315 50 36 0.193 38.4
 261 60 37.5 0.162 39.5
 211 70 38 0.152 33.8
 185 80 39 0.132 34.1
 152 100 42 0.102 36
 131 120 44 0.081 37.5
 103 150 45.5 0.066 32.5
 91 180 47 0.051 42
 76 200 47 0.051 36
 61 250 48 0.041 36
 54 300 49 0.031 40.5
 48 325 49 0.031 37
 42 350 49 .0305 34.4
 38 400 50 0.025 36

OPENING 
MM

MESH
GAUGE 

WIRE 
DIAMETER 

MM

% OPEN 
AREA

Fine Woven Wire Mesh

Locker Materials Handling 
Re-Screen Service

PLAIN WEAVE  
MESH SPECIFICATIONS

 1.36 16 0.23 73.3
 1.19 18 0.23 70.2
 1.04 20 0.23 67.2

MICRONS
 930 22 0.19 69.7
 870 24 0.19 67.2
 790 26 0.19 64.8
 720 28 0.19 62.4
 680 30 0.165 64.8
 630 32 0.165 62.7
 580 34 0.165 60.7
 540 36 0.165 58.7
 500 38 0.165 56.7
 470 40 0.165 54.8
 460 42 0.14 59.1
 440 44 0.14 57.4
 410 46 0.14 55.6
 390 48 0.014 54.2
 375 50 0.14 52.6
 350 52 0.14 51
 320 58 0.114 54.6
 310 60 0.114 53.3
 300 62 0.114 51.9
 280 66 0.1 54.2
 260 72 0.094 53.8
 250 74 0.094 52.7
 240 76 0.094 51.7
 220 80 0.094 49.6
 210 84 0.09 49.8
 200 88 0.09 47.9
 190 90 0.09 46.9
 180 94 0.09 45
 166 105 0.076 46.9
 146 120 0.066 47.3
 128 135 0.06 47.4
 104 165 0.05 47.1
 87 200 0.04 46.2
 75 230 0.035 46

WELDED WIRE MESH PANELS

BOLTING CLOTH  
MESH SPECIFICATIONS

Micron Conversion

Opening (mm) x 1000 = Micron rating.

10.06 mm x 1000 = 10,060 Micron

0.048 mm x 1000 = 48 Micron

How to Order  
Woven Wire
1. State type of metal required.

2.  The number of rolls or pieces 
required plus length and width.

3.  Meshes per lineal inch or size 
of aperture.

4. Diameter of Wire in millimetres.

OPENING 
MM

MESH
WIRE 

DIAMETER 
MM

% OPEN 
AREA

 25x25x3.15mm S/S T304 2400x1200

 40x40x3.15mm S/S T304 2400x1200

 50x50x4.00mm S/S T304 2400x1200

 50x50x5.00mm S/S T304 2400x1200

SPECIFICATIONS
MATERIAL 

TYPE
SIZE

Expanded, Perforated & Wire Products

Many other sizes available



Locker Cambridge Metal Mesh Belts are running successfully 
in thousands of  applications around the world. Cambridge 
was a pioneer in the development of  metal conveyor belts and 
serves customers in markets ranging from food processing to 
aerospace. Balanced Belts are the most frequently employed 
belts for general conveying in food processing, metalworking, 
electronics and glass & ceramics manufacturing. Double 
Balanced belts are primarily considered for high temperature 
applications. Compound Balanced Belts are often selected as 
baking bands or for unstable items needing very flat surfaces 
and considerable product support.

Cambridge Metal 
Mesh Belts

Architectural 
Mesh

Cambridge Architectural Mesh panels have been incorporated 
as a high quality, extremely durable, metal finish for elevator 
interiors, column covers & ceilings. The woven mesh provides 
both a high level of  aesthetic appeal and textured durability 
that cannot be duplicated by alternative metal products.

Expanded, Perforated & Wire Products

Leading Edge Perform. Link Turn Belt DiaCrimp spiral-weave balanced Beltv

Pintle Chain Belt Flat Wire Belt, Standard Duty

CAPITOL

5 standard variations, custom 
background colours available.

CASCADE

Incredible number of variations. 
Basket weave patterns.

GEMINI

Original oval faceted patterns 
with many different options.

INFINITY

Fine detail, with unique  
crimps and curves.

MELBOURNE   SYDNEY   BRISBANE   TOWNSVILLE   DARWIN   ADELAIDE   PERTH   AUCKLAND   HONG KONG   JAKARTA   SINGAPORE   SHANGHAI

Expanded, Perforated & Wire Products Materials Handling Polyurethane Screening A division of the Locker Group

VICTORIA: 
Dandenong South  

P: (03) 8791 1000 
F: (03) 8791 1099 

NEW SOUTH WALES: 
Revesby

P: (02) 9771 4311 
F: (02) 9774 5878 

QUEENSLAND 
Darra

P: (07) 3710 3000 
F: (07) 3375 5177

NORTH QUEENSLAND: 
Garbutt

P: (07) 4725 5000 
F: (07) 4725 5994

SOUTH AUSTRALIA: 
Clovelly Park

P: (08) 8276 4745 
F: (08) 8276 9530

WESTERN AUSTRALIA: 
Welshpool

P: (08) 9355 6500 
F: (08) 9355 6555

NORTHERN TERRITORY 
Berrimah

P: (08) 8947 3866 
F: (08) 8947 0622

Phone 03 6272 2100, Mobile. 0408 136 668, Fax 036272 2200
Email. perforatedmetal@bigpond.com     website www.perforatedmetal.com.au
46 Derwent Park Road Derwent Park Tasmania 7009


